
 
 

  
 

 
 

  
 

LED Colour Changeable
Downlights 

 Stable quality LEDs with little lumen decrease.

• Long life time.

• Energy friendly, less heat emission.

• Free from mercury, lead, and carbon emission.

• Low maintenance and replacement costs.

• Dim Down to 3%.

• Power Factor is 0.95.

• Off/On Circuit Switch on Remote.

APPLICATION
•  Suitable for indoor environments.

•  Shopping centre, Show Cabinet, Hotel and 
 Restaurant, Household, Interior decoration, 
 Showrooms and so on.

Model. LED 
Type

LED Q’ty 
(pcs)

Colour  
Temperature

Voltage   
(V)

Beam 
Angle

Wattage  
(W)

Luminosity  
(lm)

     IP Frame colour Flex-In-
Plug

Dimmable

AU08-DL13W/W/S SMD5630 48pcs 3K or 5K 85~265v 120° 13W 950-980lm  IP44 White

Satin Chrome

Yes Yes

Remark: Please refer to Manual Instruction for LED Lights Remote Control System(RGB) or MiLight Wifi LED Controller Hub(RGB).

www.plusrite.com.au

       Plusrite LED downlight can change colours 
and brightness with a simple click of a button.

•Each circuit on the remote controller and 

smartphone WIFI controller is able to 

control up to 100 downlights. There are 4 

circuits on each remote which means one 

remote can control up to 400 downlights. 

Please note Smartphone WIFI Controller 

are to be used together with the MiLight 

App (downloadable from Android Google 

Play).

5 Year Warranty.•

  AU08-DL13W/S/S SMD5630 48pcs 3K or 5K 85~265v 120° 13W 950-980lm Yes Yes

  AU08-DL30W/W/S SMD2835 144pcs 3K or 5K 85~265v 120° 30W 3030-3080lm White Yes Yes

  AU08-DL40W/W/S SMD2835 192pcs 3K or 5K 120° 40W 4030-4080lm White Yes Yes

  AU06-DL13W/RGB/30K SMD5730  48pcs 3K or RGB 85~265v 120° 13W 900lm(3K) White Yes Yes

P: F: sales@plusrite.com.au 03 9708 2552  •  03 9708 2553  • 

CRI(Ra)>80.•

TECHNICAL SPECIFICATIONS

85~265v

REMOTE CONTROLLER

AU-RC-RGBW

MI LIGHT WIFI

Remote Controller for AU08 colour changeable downlights

Remote Controller for AU06-DL13W/RGB/30K

Milight Wifi controller hub for AU08 colour changeable downlights and AU06-DL13W/RGB/30K 

RATING

 IP44

 IP44

 IP44

 IP44

REMOTE CONTROLLER AU-RC-RGBW MI LIGHT WIFI

AU06-DL13W/RGB/30KAU08-DL13W/W/S

AU08-DL13W/S/S

AU08-DL30W/W/S

AU08-DL40W/W/S



  
 

 
 

PACKING DETAILS:
Product:

Net Weight: 0.42kg

Inner box size: 115*115*102mm

Outer ctn size: 480*360*330mm

Q’ty per ctn: 36 pcs

G.W per ctn: 17.5 kg

Product Dimension: (mm)

 

LED Colour Changeable
Downlights 

190mm

Cutout - 160mm

45mm

230mm

Cutout - 193mm

45mm

AU08-DL13W/W/S
AU08-DL13W/S/S

AU08-DL30W/W/S AU08-DL40W/W/S AU06-DL13W/RGB/30K

PHOTOMETRIC DATA

AU08-DL13W/W/S

AU08-DL13W/S/S Product:

Net Weight: 0.89kg

Inner box size: 260*225*65mm

Outer ctn size: 480*470*275mm

Q’ty per ctn: 14 pcs

G.W per ctn: 15.8 kg

AU08-DL30W/W/S Product:

Net Weight: 1.18kg

Inner box size: 290*260*65mm

Outer ctn size: 540*480*320mm

Q’ty per ctn: 14 pcs

G.W per ctn: 20.5 kg

AU08-DL40W/W/S Product:

Net Weight: 0.45kg

Inner box size: 163*163*102mm

Outer ctn size: 480*360*330mm

Q’ty per ctn: 18 pcs

G.W per ctn: 10.5 kg

AU06-DL13W/RGB/30K

AU08-DL13W/W/S
AU08-DL13W/S/S AU08-DL30W/W/S AU08-DL40W/W/S

AU06-DL13W/RGB/30K

RGB

AU06-DL13W/RGB/30K

RGB

AU06-DL13W/RGB/30K

   3K
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